RICHLINE manufactures a com- 
plete line of Snapo blind rivets, auto- 
matic and manual rivet guns for 
industry. 


Proved in thousands of industrial 
uses for quick, low-cost fastening. 
Snapo Blind Rivets are available in 
a wide range of sizes, metals and 
styles. Warehouses in major cities. 
For Complete Information write: 


THE RICHLINE COMPANY, INC. 
2515 Pilot Knob Road 
' St. Paul, Minnesota 55118 


RICHLINE PROFESSIONAL 


MODEL GUN 702 


RICHLINE AIR 
POWER GUN MODEL 8 


FASTEN ANY MATERIALS 


Professionally . . . in Seconds 


® 


BLIND RIVETS 


and 
RICHLINE 


PROFESSIONAL 
RIVET GUN 


DRILL HOLE 


OPERATING 
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Read carefully before using this tool 


Drill a hole through the materials to be fastened. This hole should be either 
3/32”, ¥%”, 5/32”, 3/16” or 14” in diameter depending on the size rivet you 
will be using. All five diameters can be drilled with standard size drill bits. 
Length of rivet to be used will depend on thickness of materials to be fastened; 
short rivet for thin materials, medium or long for thicker materials. Rivet must 
be longer than material thickness to allow rivet to be set. 


Slide rivet mandrel (nail-shaped end) all the way into rivet gun nozzle. This 
tool was set at the factory to use 44” or 3/32” rivets. To use 5/32”, 3/16” or 
1%” rivets, just change quick-switch, screw-in nozzle bushings. Extra nozzles 
are right on the handle. The nozzle bushings are constructed so they automatically 
adjust the inside gripping jaws for the size rivet to be used. 


Insert the rivet (blunt end) into the drilled hole and press the gun nozzle firmly 
against the material to be fastened. Materials to be riveted must be pressed 
= together for best results. Make sure all of the mandrel is inside the gun's 
nozzle. 

Squeeze the handles completely together — it’s an easy, one hand operation 
This action ‘‘sets’’ the rivet. Release the pressure and let the handles come ful! 
apart. Once again push the gun's nozzle firmly against the work to be certain 
the mandrel is completely inside the nozzle. Now squeeze the handles together. 
Repeat until rivet mandrel breaks off. This tool is intentionally designed to 
take at least two strokes for solid rivet sets, ease of operation and speed. 

Before inserting the next rivet completely release pressure on handles and hold 
the rivet gun with nozzle in an upright position. The snapped off mandrel will 
eject from the back of the gun. If necessary, push broken mandrel out. Do Not 
Insert New Rivet Until Spent Mandrel Is Ejected. 

When fastening materials with oversize holes or soft materials such as fiber 
board, or plastic, etc., use back-up washers. 


SPECIAL NOTE! OIL ALL FRICTION POINTS ON THIS GUN BEFORE USING. For neater 


packaging this tool was not oiled at the factory. Oil frequently for easy, smooth 
operation. ; 


HOW TO SELECT THE RIGHT RIVET —— 


Keep five things in mind when selecting your rivet — hole 
size, work thickness, strength, exposure and appearance. 


Even small diameter rivets have amazing holding power. 
Unless the materials you are riveting are going to be subjected 
to much stress and strain, a smaller diameter rivet will probably 
do the job. Length of rivet to be used depends on thickness of 
the materials to be fastened; short rivet for thin materials, 
medium or long rivet for thicker materials. Always allow for 
extra length to “set” rivet through material. 


If your riveting job is going to be left unpainted and exposed 
to the elements, you’ll probably want to use aluminum rivets 
because they won’t rust. For interior or painted work you can 
use either steel or aluminum to match the materials you are 
fastening. 

Consider appearance. The smaller the rivet, the less it shows. 
However, you'll notice that rivets have a neat, finished, profes- 
sional look. You might even find you want the rivets to show 
for wgifect on certain work. 
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| MOST POPULAR SIZES 


| Hole , Aluminum with Aluminum with 
Size : Steel Mandrel Aluminum Mandrel 


3/32” diameter 
1,” diameter 


5/32” diameter 
3/16” diameter 


14” diameter 


PARTS LIST 

407 Frame------------- $3.90 
406 Handle------------- 2.60 
1017. Pin--------------- 45 
1014. Jaws Per Pair-------- 2.65 
1015-3 Bushing (for 3/32”’ rivet)-- .85 


1015-4 Bushing(for1/8”’ rivet)--  .85 
1015-5 Bushing (for 5/32” rivet)--  .85 
( 


1015-6 Bushing(for 3/16” rivet)--  .85 oF 
a 


420 ASSEMBLY 


INCLUDES (1) - 1015-4 BUSH. 


ORDER PARTS FROM YOUR WHOLESALER OR DEALER 


1014 


1015-3 or 101 AN 


or 1015-5 or 1015-6 
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WARRANTY 


This Blind Rivet Gun is guaranteed against de- 
fects in material, workmanship and breakage 
under normal use. This tool is not guaranteed 
against normal wear, or damage resulting from 
misuse. 


To validate tool for warranty repairs or replace- 
ment of parts, guarantee card must be filled out 
completely and returned to the factory for regis- 
tration. Guarantee will be void if card is not re- 
turned, completely filled out within ten days of 
purchase. ; 


For in-warranty service, return tool to the faciory. 
Include $1.00 to cover handling, parcel post and 
insurance. For out-of-warranty tools, a charge will 
be made for repair and parts, plus $1.00 to cover 
handling, parcel post and insurance. 


THE RICHLINE COMPANY, INC. 


2515 Pilot Knob Road, St. Paul, Minnesota 55118 
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WARRANT Y 
REGISTRATION CARD 


MODEL 400 RICHLINE RIVET GUN 


Date purchased: 


Purchased from:_____ 
(Dealer) 


Owner: _ 


Address. 
ne I 


FILL OUT AND MAIL WITHIN TEN DAYS OF PURCHASE 


Address: a 


FROM 

THE RICHLINE COMPANY, INC. 
2515 Pilot Knob Road 

St. Paul, Minnesota 55118 


THE RICHLINE COMPANY, INC. 
2515 Pilot Knob Road 
St. Paul, Minnesota 55118 
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